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AAF's "6000" Filter is engineered for heavy-duty performance, featuring a             
progressively denser glass fibre media structure that delivers superior dirt-trapping 
capability. Non-toxic, flame-retardant, and compression-resistant, it maintains 
effectiveness throughout its lifespan.

Product Overview

Key Features

Superior Dirt-Trapping
Progressive density allows dirt to penetrate deep into media

Eco-Friendly
Safe for use, disposal, and incineration

Specification
EN779
ASHRAE 52.2
Filter Depth (mm)
Media Type
Frame Material (Standard)
Frame Material (Optional)

G3
MERV 5
22, 44
Fibreglass
Moisture Resistant Beverage Board
Aluminium*

Yes
250 Pa
65°C

Special Size Available
Recommended Final Resistance
Max Operating Temperature

22 mm

44 mm

M206-500-551

M206-700-551

M206-319-551

M206-782-551

M206-863-551

M206-600-551

M206-800-551

M206-500-552

M206-700-552

M206-319-552

M206-782-552

M206-863-552

M206-600-552

M206-800-552

16 x 20 x 1

20 x 20 x 1

12 x 24 x 1

20 x 24 x 1

24 x 24 x 1

16 x 25 x 1

20 x 25 x 1

16 x 20 x 2

20 x 20 x 2

12 x 24 x 2

20 x 24 x 2

24 x 24 x 2

16 x 25 x 2

20 x 25 x 2

391 x 492 x 22

492 x 492 x 22

289 x 594 x 22

492 x 594 x 22

594 x 594 x 22

391 x 619 x 22

492 x 619 x 22

391 x 492 x 44

492 x 492 x 44

289 x 594 x 44

492 x 594 x 44

594 x 594 x 44

391 x 619 x 44

492 x 619 x 44

1,125

1,410

1,020

1,695

2,040

1,410

1,765

1,860

2,320

1,700

2,800

3,400

2,320

2,900

20

63

*Design options available upon request.


