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BioCel I

The BioCel I filter is engineered for variable airflow environments. It features a 
pleated media pack housed in a galvanised steel frame with aluminium separators, 
ensuring optimal airflow and durable performance.

Product Overview

Key Features

Rigid Design
Galvanised steel frame with a single-piece header for leak prevention 
and durability

Low Resistance
Minimises energy usage for cost-effective operation

Lightweight
Ease of lnstallation

Specification
EN1822
Filter Depth (mm)
Media Type
Frame Material
Separator Style
Header Type (Standard)
Header Type (Optional)

E10, E11
149, 292
Fibreglass
Galvanised Steel
Aluminium
Single Header
Double Header

None
Neoprene, PU
Yes
Optional
500 Pa
90°C
Optional

Gasket Material (Standard)
Gasket Material (Optional)
Special Size Available
Antimicrobial Available
Recommended Final Resistance
Max Operating Temperature
UL 900 Certificate

Key Highlights

*Other filter classifications are available upon request.

M510-532-415
M510-532-425
M510-532-413
M510-532-416
M510-532-423
M510-532-414

12 x 24 x 6
20 x 24 x 6
24 x 24 x 6
12 x 24 x 12

20 x 24 x 12
24 x 24 x 12

289 x 594 x 149
492 x 594 x 149
594 x 594 x 149
289 x 594 x 292
492 x 594 x 292
594 x 594 x 292

850
1,400
1,700
1,700
2,800
3,400

250

250

E10

E11

750
1,250
1,500
1,500
2,500
3,000

M610-532-415
M610-532-425

M610-532-413
M610-532-416
M610-532-423
M610-532-414

12 x 24 x 6
20 x 24 x 6
24 x 24 x 6
12 x 24 x 12
20 x 24 x 12
24 x 24 x 12

289 x 594 x 149
492 x 594 x 149
594 x 594 x 149
289 x 594 x 292
492 x 594 x 292
594 x 594 x 292


