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Model

3,400

3,400

3,400

Rated
Airflow
(CMH)

35

40

60

50

70

90

95

Rated
Initial Resistance

(Pa)

24 x 24 x 13

24 x 24 x 26

24 x 24 x 13

24 x 24 x 19

24 x 24 x 26

24 x 24 x 26

Nominal Size
Inches

(W x H x D)

592 x 592 x 330

592 x 592 x 650

592 x 592 x 330

592 x 592 x 480

592 x 592 x 650

592 x 592 x 650

Actual Size
mm

(W x H x D)

AmerGuard

Key Features

Enhanced Capture
Non-woven, progressive density fibers

High Dust-Holding Capacity
Long-lasting performance in dusty environments

Moisture Resistance
Extends filter life in humid conditions

Aerodynamic Design
Even particulate loading for prolonged use, stay rigid under turbulent 
airflows

Durable and Easy to Install
Corrosion-resistant materials

AAF’s AmerGuard is designed for gas turbine inlet applications in challenging 
environments. With high dust-holding capacity and moisture resistance, these 
filters offer extended service life and enhanced particulate capture in high dust and 
humid conditions. AAF's AmerGuard range of pre-filters is ideally suited to protect 
fine and barrier filters such as AAF’s HydroGT.

Product Overview

Specification
EN779
Filter Depth (mm)
Media Type
Frame Material 

G4, M5, F7
330, 650
Synthetic
Plastic, Metal

Recommended Final Resistance
Burst Strength
Max Operating Temperature
Humidity Range

450 Pa
> 5,000 Pa
80°C
0 to 100% Relative Humidity


